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ULTRA PURE 380XT
Biodegradable Food Grade GCO Oven Lubricant

is specifically formulated for use in GCO oven lubricators for applications including steam only, heat only, and
heat with steam. 2184 meets FDA 21 CFR 178.3570 and is made from the finest USDA H-1 approved food-grade
base stocks chosen for high-temperature oxidative resistance to wash off

ATTRIBUTES

•  High viscosity index

•  Excellent carbon and varnish control

•  Excellent oxidative stability

•  Very high flash and auto-ignition points for added safety

TYPICAL LUBRICANT PROPERTIES

ULTRA PURE 380XT Viscosities 2184-220

Viscosity Index 115

Viscosity @ 40°C 220

Viscosity @ 100°C 21.3

Pour Point °F (°C) -34(-37)

Flash Point °F(°C) 510(266)

Auto-Ignition Point °F 812

Timken 40

Copper Corrosion, 24 hr 1a

Demulsibility, 130 °F, 30 min 40/40/0
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The information on Synthetic Lubricants & Filters, Inc and competitive products provided should only be used as a general guide. Lubricant properties are typical results and should not serve as a
sole resource for determining the correct lubricant for a particular application. Please consult a Synthetic Lubricants & Filters, Inc representative to ensure that the product is the correct choice for
the application.


